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Abstract – This paper describes research on the technological evolution of glazed ceramics
with a metallic lustre decoration starting from their emergence in the Near East until the
Hispano-Moresque productions. That research covers the main known Islamic production
sites and periods: Abbasid (Mesopotamia); Fatimid (Egypt); Timurid, Mongol, and Safavid
(Iran); Ayyubid and Mamluk (Syria); Nasrid and Hispano-Moresque (Spain). It was allowed
by the access to more than hundred full preserved objects or fragments supplied by French
national museums (musée du Louvre DAI, musée national du Moyen-Âge, musée national
de Céramique). The characterisation of the composition and structure of the ceramics and
of their decoration is mostly done through non-destructive analyses methods. The thickness
and metal content of the surface lustre layers are quantified thanks to ion beam analyses
performed on a particle accelerator: PIXE (particle-induced X-ray emission) for the terra-
cotta and glazes composition and RBS (Rutherford backscattering spectrometry) for the
thickness and metal content of the lustre surface layers. The preliminary results show that
the features of the decorated ceramics have undergone dramatic variations when transmit-
ted from a production to another, not only, as expected, in the composition of terracotta
and glazes, but also in the thickness, the structure and the composition distribution of the
lustre layers.
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Résumé – Céramiques à décor de lustre métallique. Connaissance détaillée des
productions de l’Islam entre le 9ème siècle et la Renaissance. Cet article décrit une
campagne de travaux sur l’évolution technique des décorations de lustre métallique sur des
céramiques glaçurées, depuis l’émergence de cette technique au Proche-Orient jusqu’aux
productions hispano-mauresques. Ce travail concerne les principaux sites et périodes de
production islamiques : abbasside (Mésopotamie) ; fatimide (Égypte) ; timouride, mongole
et safavide (Iran) ; ayyubide et mamelouk (Syrie) ; nasride et hispano-mauresque (Espagne).
⋆ This article gathers the results of experimental measurements completed during the years 2005–2006 and interpreted
during the years 2007–2008. Because of various edition problems, they could not be published earlier than now.
The published online version of this article is a fully coloured version.
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D. Chabanne et al.: Matériaux & Techniques 100, 47–68 (2012)
Il a pu se dérouler grâce à l’accès à plus d’une centaine d’objets parfaitement préservés
conservés par plusieurs musées nationaux français (musée du Louvre DAI, musée national
du Moyen-Âge, musée national de la Céramique). La caractérisation de la composition et
de la microstructure des céramiques et de leurs décors est principalement effectuée par des
méthodes d’analyse non destructives. L’épaisseur et la concentration en métaux des couches
superficielles de lustre sont quantifiées par utilisation d’analyses par faisceaux d’ions char-
gés sur un accélérateur de particules : PIXE (émission X induite par particules) pour la com-
position des terres cuites et des glaçures ; RBS (retrodiffusion élastique de particules Ruther-
ford) pour l’épaisseur et la concentration en métaux des couches superficielles de lustres.
Les résultats montrent que les caractéristiques des céramiques décorées ont subi des varia-
tions considérables au cours de la transmission du savoir-faire d’une production à l’autre,
non seulement, comme attendu, pour ce qui concerne la composition des terres cuites et
des glaçures, mais aussi pour ce qui concerne l’épaisseur, la microstructure et la distribution
en profondeur des compositions des couches de lustres.
I t is a common statement that produc-tions of ceramic art and craft industryare regarded as testimonies of a past
civilisation. Indeed, starting from a material
as ordinary and “primary” as earth, any en-
richment and creation, any utilisation tes-
tifies to the technological progress and the
material and spiritual needs of a period, a
period which can be identified because clay
keeps the memory of places and times.
In the 9th century, during the most
brilliant period of Islamic civilisation in
Mesopotamia, under the Abbasid caliphate,
appeared an outstanding technique of ce-
ramic decoration: lustre, a precursory nan-
otechnology, a true alchemy which is able
to transform simple earth into infinitely pre-
cious objects, giving themmagnificent shine,
including the appearance of gold [1–3]. That
kind of decoration is related to a very sophis-
ticated process which creates on the surface
of a glazed ceramic a layer of vitreous mat-
ter with sub-micron thickness containing
metallic particles (copper and silver) with
a nanometric diameter [3]. It confers upon
the surface a particular coloured aspect, of-
ten metallic in specular reflection. The fab-
rication and use of lustred ceramics were
propagated across the Islamic world as far
as Spain, leading to the creation of the Ital-
ian majolica in the Renaissance period [1,4].
Much research has been dedicated dur-
ing the last fewdecades to the circumstances
of propagation of that technique over cen-
turies [1], to the iconographical, typological
and analytical descriptionof the variouspro-
ductions observed in the Islamic world [2,5]
and to the classification and reproduction
attempts of the different fabrication recipes
listed in known documents of the Moslem
tradition or in pottery treatises [1–3,6]. Other
work has been devoted to the characterisa-
tionof a limitednumber of objects fromexca-
vations or kept in collections [5,7], and to the
interpretation of the very particular optical
properties which bring them their peculiar
aspect [8–10].
Our aim is not to add supplementary
data to the nowwell-established knowledge
(see [4,5,7] and references included therein)
concerning the fabricationprocessprinciples
or the general structure of the surface lay-
ers of ceramics with a metallic lustre deco-
ration. It is more to attempt a study, based
on structural criteria that are as precise as
possible, of the ways that particular know-
how conquered first the Islamic world and
later southern Europe, starting from the ini-
tial radiating source, and which transforma-
tions this know-how may have undergone
in its route. This could be done thanks to the
kind opening up of their collections by the
curators and staff of several national French
museums: the IslamicArtDepartment (DAI)
of the Louvre museum; the Musée national
du Moyen-Age; and the Musée national
de Céramique de Sèvres. The period and
geographical range concerned start from
the 9th century Mesopotamian production
and end with the Hispano-Moresque ob-
jects fabricated in the Spanish east coast
workshops during the 14th to 17th centuries
(plus some plates produced near Valencia
in Spain during the 18th century), including
the production of a number of Islamic cen-
tres in Egypt, Syria, Iran, North Africa and
Spain.More than 110 objects (entire pieces or
shards) from thosemuseum collectionswere
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characterised. This work does not take
into account study of the optical proper-
ties of the lustre layers and their modelling,
which were conducted by researchers of a
collaborating laboratory, the “Institut des
NanoSciences de Paris”, with their own ex-
pertise [8, 9].
The present article shows that it is possi-
ble to establish criteria for differentiating the
productions, thanks to the use, in addition
to characterisationmethods commonly used
in the numerous published works, such as
scanning electron microscopy, X-ray diffrac-
tion, etc. (see [4, 5, 7] and references in-
cluded therein), of original, powerful, non-
destructive methods for the determination
of the structure and composition of surface
layers.
1 Presentation and short history
of the lustred ceramic. Studied
corpus
The process steps to obtain a glazed ceramic
with lustre decoration are as follows [1–3]:
after the usual two firing sequences (high-
temperature firing of the ceramic body, then
application and firing at intermediate tem-
perature of the vitreous glaze, coloured or
not), an additional treatment of annealing
at moderate temperature (ca. 500–600 ◦C) is
performed in the presence of a clayey mix-
ture containing, among others, metallic salts
and organic compounds (Fig. 1). This latter
treatment is operated in a partially reduc-
ing atmosphere and leads to the formation
ofmetal nanoparticleswhich remain embed-
ded in a thin surface layer of vitreous glaze.
The technique appears to have been ini-
tiated for glazed ceramics in the 9th cen-
tury in the Mesopotamian area [2] under
the Abbasid dynasty (750–1055), probably
in Samara, Susa, Baghdad and Basra. This
type of ceramic was fabricated and used
under the great Islamic dynasties [2]. First,
in Egypt, more precisely in Fustat, where a
significant production appeared under the
Fatimids (969–1171),with perhaps somepre-
ceding examples in that region (so-called
pre-Fatimids). Then the technique diffused
all over the Orient: in Syria (mainly Raqqa)
under the Ayyubids (1171–1250) and dur-
ing the Mamluk period (1250–1517); in Iran
(notably in Kashan or Rayy), first under
the Seldjukids (1038–1194) and Ilkhanids
(1256–1353), then under the Timurids (1370–
1506) and Safavids (1501–1732) with some
examples (a renewal?) under the Gadjars
(1779–1924). Simultaneously, the technique
appears in the Occident, in southern Spain
as soon as the taifa merged after the dissolu-
tion of the Spanish Umayyad caliphate and
long after, under the Nasrid dynasty (1237–
1492); its apogee, in the 14th–15th centuries,
gave rise to the Hispano-Moresque ceramic
that was elaborated over five centuries in
the Valencia region until the 18th century.
The technique found a new application in
Renaissance Italy (15th and 16th centuries)
where Deruta and Gubbio become the most
famous production centres of lustred glazed
majolica [4].
The first Abbasid examples show a real
mastering of the technique with, in partic-
ular, the fabrication of polychrome decora-
tions (Figs. 2A and 2B). Later, polychromy
was progressively lost (Fig. 2D) but coloured
glazes (blue, green, aubergine, etc.) or over-
applied colour may be associated with the
lustre (Figs. 2C and 2E). The latest examples
(18th century), in Safavid Iran or in eastern
Spain exhibit decorationwith a coppered as-
pect (Fig. 2F).
A collaboration was established with
three Frenchnationalmuseums (Louvremu-
seum, Musée national du Moyen-Âge and
Musée national de Céramique de Sèvres)
and a private collector. They provided the
objects analysed (plates, vases, fragments,
etc.) issued from the previously cited pro-
ductions (Tab. 1 and Appendix 1). Particular
carewas given to the choice of the specimens
as their decoration should be characteristic
of a production (neither coming from iso-
lated attempts nor from failures; this is espe-
cially true for shards). Moreover, the choices
contain the available different technological
options of a given period (nature of the ter-
racotta and of the glaze). To that list were
added (also included inTab. 1) a set of objects
studied in the framework of a collaboration
with a researcher at Seville university [11]
sponsored by the European programme Eu-
ARTECH, and, for comparison, 2 pieces pro-
duced by a modern Spanish artisan [12].
Altogether, 124 objects were analysed
during that programme (Fig. 3). The results
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Fig. 1. Fabrication principle and structure of a glazed ceramic with lustre decoration.
Fig. 1. Principe de fabrication et microstructure d’une céramique glaçurée à décor de lustre métallique.
F
A
B
C
D
E
10 cm
Fig. 2. Examples of the studied objects (whole pieces or fragments): Abbasid period (A & B,
c© C2RMF, D. Bagault), Fatimid period (C & D, c© C2RMF, D. Bagault) and Hispano-Moresque
period (E & F, Musée du Moyen-Âge, Cluny, c© C2RMF, D. Bagault).
Fig. 2. Exemples d’objets étudiés (pieces entières ou tessons) : période abbasside (A et B, c©C2RMF, D. Bagault),
période fatimide (C et D, c©C2RMF, D. Bagault) et période hispano-moresque (E et F, Musée du Moyen-Âge,
Cluny, c© C2RMF, D. Bagault).
may also be compared with results obtained
on Italianmajolica in the framework of a for-
mer study [4] done in the present laboratory
in collaboration with the Italian CNR, the
Gubbio museum (Italy), the Art Objects de-
partment of the Louvre museum, the Musée
national de la Renaissance (Ecouen, France)
and theMusée national de Céramique de Sèvres.
2 Experimental approach
and procedure
A detailed knowledge of the surface layers
responsible for the lustre aspect needs amul-
tiple method approach that is as minimally
invasive as possible for these cultural her-
itage artefacts [13].
Observation on different scales by op-
tical microscopy, conventional and high-
resolution scanning electron microscopy
(SEM and HR-SEM), atomic force mi-
croscopy (AFM) and transmission electron
microscopy (TEM) on cross-sections reveals
their fine microstructure (Fig. 4) [14, 15].
Tiny metal particles are visible, with
an average diameter of 10 to a few tens
of nanometres, sometimes agglomerated as
clusterswith a larger size. In thepresent case,
theHR-SEMobservation shows that the par-
ticles are in fact lying under a surface film
with a vitreous-like aspect that is sometimes
broken, confirming observations reported in
the literature [3, 7, 14].
The size and the nature of the parti-
cles may be measured by grazing incidence
X-ray diffraction. In the diagrams of Fig-
ure 5 a broadening of the metallic silver
diffraction peaks is observed. Through the
application of the Sherrer formula [16], a
measurement of that broadening, corrected
by the instrumental broadening obtained
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Fig. 3. Origin and dating of the studied objects.
Fig. 3. Origine et dates des objets étudiés.
Table 1. Summing up of the glazed ceramics with lustre decoration studied in 2005–2006 (entire objects or fragments).
Tableau 1. Résumé des céramiques émaillées à décor de lustre étudiées en 2005–2006 (objets entiers ou fragments).
Period Production site Number of specimens Conservation place
Abbasid 9th–10th cent. Susa, Mesopotamia 23 DAI, Louvre museum
9th–11th cent.* Abbasid? Mesopotamia? (found in Fustat) 8*, *** Private collection
Pre-Fatimid* Fustat, Egypt 4* DAI, Louvre museum
Fatimid (989–1171) Fustat, Egypt
6(+4*) Musée national de Céramique, Sèvres
5(+1*) DAI, Louvre museum
Ayyubid (1171–1250) Syria
7(+1*) DAI, Louvre museum
2 Musée national de Céramique, Sèvres
Tell Minis 12th cent. Syria 1 DAI, Louvre museum
Pre-Mongol (1038–1194) Iran 12 DAI, Louvre museum
Mongol (1256–1353) Iran 10 DAI, Louvre museum
Timurid (1370–1506) Iran 4 DAI, Louvre museum
Safavid (1501–1732) Iran 6 DAI, Louvre museum
Mamluk (1250–1510) Syria 2 DAI, Louvre museum
End of 11th cent. La Qala de Banu Hammad, Algeria 3 DAI, Louvre, UCAD deposit
Islamic Spain, Andalusia, Spain 3* DAI, Louvre museum
12th–14th centuries
Hispano-Moresque Valencia and Seville, Spain
10 Musée du Moyen-Âge, Cluny
15th–18th centuries 3 Musée National de Céramique, Sèvres
7** Triana workshop, Seville
Modern Granada, Spain 2
* uncertain attribution.
** kindly supplied by A. Polvorinos del Rio, Seville university [11].
*** kindly supplied by A. Kaczmarczyk [15].
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(a) (b) (c) (d) (e)
Fig. 4. Observation of a lustred ceramic on different scales: (a) optical microscope; (b) conventional
SEM; (c) HR-SEM; (d) AFM (tapping mode, z scale not specified); (e) TEM.
Fig. 4. Observation d’une céramique lustrée à différentes échelles : (a) microscope optique ; (b) microscope
électronique à balayage (MEB) conventionnel ; (c) MEB à haute résolution ; (d) microscope à force atomique ;
(e) microscope électronique en transmission (MET).
Fig. 5. Grazing X-ray diffraction on a modern lustre surface (α = incidence angle).
Fig. 5. Diffraction de rayons X rasants sur la surface d’un lustre moderne (α = angle d’incidence).
on a standard recrystallised silver speci-
men, leads to the calculation of the size of
the smallest silver particles. In the example
shown, the estimated size is 12 nm. As seen
in Figure 5 and checked through calculation,
theX-ray incidence angle hasno influence on
the peak broadening and particle size evalu-
ation. That evaluation could not be made by
small-angle X-ray scattering (SAXS) because
the roughness of the specimens is too high.
The non-identified peak appearing for
the d = 0.234 nm interreticular distance is
discussed in [15]; it may be due to a strain
effect.
The aim of the present study was to in-
vestigate the eventual technological evolu-
tion of the lustre fabrication, through a com-
parison of the composition and structure of
the ceramics and lustre layers from the dif-
ferent production centres.
Three main criteria were used for that
comparison:
– the nature and structure of the ceramic
bodies;
– the composition and microstructure of
the glazes;
– the thickness and composition of the dif-
ferent surface layers which constitute the
actual lustre.
In order to quantify these criteria, several
laboratory methods were used, with a pref-
erence given to non-destructive analysis
methods. Practically all objects were anal-
ysed through ion beam analysis techniques
on the 4 MV peletron particle accelerator
AGLAE (NEC Inc.) with an extracted beam
available in C2RMF (Centre de Recherche et
de Restauration des Musées de France) [17]:
PIXE spectrometry under a 3 MeV energy
proton beam associated with the quantifica-
tion code GUPIX [18] for characterisation of
the elemental chemical composition (major,
minor and trace elements); and RBS under a
3MeValpha particle beam,which allows the
quantitative determination of the in-depth
composition profiles over a fewmicrometres
from the surface; the particle beam (diame-
ter lower than 50 µm) is extracted to free
atmosphere in a helium flux by crossing a
Si3N4window of 100 nm thickness. PIXE has
a high sensitivity and the limit of detection
for heavy elements such as lead, copper and
silver is of the order of a few tens of ppm.RBS
is also very sensitive to heavy elements,with
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Fig. 6. Experimental (curves with noise) and simulated RBS spectra on a specimen of lustred ceramic; (a) simulation of
the glaze covered with a layer containing Cu and Ag; (b) addition of a layer containing neither copper nor silver; (c)
insertion of an intermediary layer with a Cu and/or Ag gradient; (d) simplified result of the simulation; (e) TEM image
of a cross-section of a similar specimen ( c©CEMES-CRPAA, P. Sciau).
Fig. 6. Spectres RBS expérimentaux (courbes bruitées) et simulés sur un échantillon de céramique lustrée ; (a) simulation de la glaçure
couverte d’une couche contenant Cu et Ag ; (b) addition d’une couche sans Cu ni Ag ; (c) insertion d’une couche intermédiaire avec
un gradient de Cu et/ou Ag ; (d) résultat simplifié de la simulation ; (e) image MET d’une section transverse d’un échantillon similaire
( c©CEMES-CRPAA, P. Sciau).
a precision better than 10 relative percent.
Its precision is muchworse (several 10%) for
light elements such as silicon, sodium, oxy-
gen, etc.
The RBS spectra are interpreted by us-
ing the SIMNRA calculation code [19]: a vir-
tual specimen is built, constituting a discrete
number of superposed layers whose com-
positions and thicknesses are adjusted until
the simulated spectrum fits the experimen-
tal spectrum. Figure 6 shows an example of
the process followed during the simulation
and comparison of the result with observa-
tion in the transmission electron microscope
of the cross-section obtained on a similar ar-
chaeological specimen [20]: the spectrum of
the bare glaze, considered as homogeneous
in depth, is simulated thanks to the knowl-
edge of its composition through PIXE anal-
ysis; then a glaze layer containing adequate
contents of copper and/or silver is added to
the top surface of the virtual specimen to
try to simulate the experimental spectrum
(Fig. 6a); one observes that the energies of
the peaks corresponding to both Cu and
Ag may not fit with those observed; it is
then necessary to add to the virtual speci-
men a layer containing neither of the metals,
whose thickness is adjusted to provoke the
adequate energy shift (Fig. 6b); to achieve
the simulation, one has to insert over or un-
der the principal metal-containing layer one
or several intermediate layers with decreas-
ing Cu and/or Ag contents in order to sim-
ulate concentration gradients before reach-
ing the glaze (Fig. 6c). The result appears in
the scheme of Figure 6d. Comparison with
the TEMobservation (Fig. 6e) shows that the
RBS simulation result is in agreement with
the actual structure, and this validates the
methodological process. The precision ob-
tained on the thickness of the layers con-
taining metallic (Cu and/or Ag) elements is
estimated to be around 10 to 20 nm in the
present conditions.
It must be kept in mind that the repre-
sentation of the subsurface distribution as a
succession of discrete layers, a consequence
of the simulation procedure of the SIMNRA
code, is schematic. In fact, as shown in the
TEM images of Figures 4 and 6, the distri-
bution of the metallic nanoparticles as well
as the concentrations of other elements vary
continuously as a function of the depth.
In complement, observations andquanti-
tative microanalyseswere carried out by op-
tical microscopy and microanalytical scan-
ning electronmicroscopy (SEM-EDS, Philips
controlled vacuum scanning electron micro-
scope) onmicrosampleswhen samplingwas
possible (stratigraphic cross-sections em-
bedded in resin andpolisheddown to 1/4µm
diamond paste), in order to specify the na-
ture, the composition and themicrostructure
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Table 2. Average composition of the terracotta in wt %, measured by PIXE. Siliceous pastes are on a grey background.
S.D. = standard deviation.
Tableau 2. Composition moyenne de la terre cuite en % du poids, mesurée par PIXE. Les pâtes siliceuses sont sur un fond gris. S.D. =
Écart-type.
Provenance Na2O MgO Al2O3 SiO2 P2O5 SO3 Cl K2O CaO TiO2 MnO Fe2O3
Abbassid mean 2.26 7.08 12.56 45.91 0.20 1.90 0.78 1.37 19.64 0.59 0.14 7.35
S.D. 1.70 0.73 0.91 2.83 0.08 2.80 1.59 0.38 1.24 0.21 0.02 0.51
Pre-Fatimid mean 2.16 3.50 11.62 42.95 0.47 3.78 2.02 1.38 22.57 1.06 0.10 7.83
S.D. 1.5 0.9 2.3 7.6 0.4 4.2 2.3 0.3 6.6 0.3 0.0 1.3
Fatimid mean 1.39 3.56 12.34 47.60 0.50 2.09 0.66 1.20 21.81 0.98 0.09 7.18
S.D. 0.34 0.27 0.76 3.68 0.20 1.47 0.55 0.26 3.13 0.22 0.01 0.75
Fatimid mean 4.81 1.18 7.79 75.50 0.25 1.50 0.93 1.08 3.66 0.42 0.04 1.60
S.D. 1.11 0.79 1.02 3.15 0.13 1.52 0.52 0.23 1.31 0.06 0.05 0.20
Ayyubid mean 3.59 2.61 3.32 78.48 0.51 1.86 0.44 1.59 5.54 0.21 0.03 1.55
S.D. 0.57 0.59 1.36 5.03 0.69 2.30 0.40 0.93 2.02 0.19 0.01 0.30
Pre-Mongol mean 2.83 1.06 8.13 77.48 0.25 2.43 0.25 1.84 2.86 1.04 0.02 1.40
S.D. 0.33 0.34 2.36 3.46 0.17 1.91 0.10 0.37 1.07 0.36 0.01 0.47
Mongol mean 2.97 1.58 7.72 77.91 0.36 1.27 0.19 1.59 3.82 0.89 0.03 1.36
S.D. 0.30 0.48 1.96 3.64 0.28 1.68 0.11 0.31 1.23 0.26 0.01 0.30
Timurid mean 1.01 3.29 12.60 50.48 0.12 0.98 0.20 2.63 21.58 0.70 0.11 5.98
S.D. 0.02 0.05 0.86 0.10 0.17 0.34 0.22 0.03 0.26 0.06 0.00 0.41
Algeria mean 0.91 2.32 14.06 40.61 0.38 1.18 0.17 0.61 30.43 1.07 0.09 7.30
S.D. 0.11 0.40 2.95 3.62 0.41 0.41 0.08 0.16 7.33 0.36 0.02 0.74
Hispano-Moresque mean 0.80 3.05 14.16 44.49 0.15 3.23 0.24 2.79 23.49 0.77 0.10 5.93
S.D. 0.18 0.47 0.94 3.08 0.26 1.75 0.13 0.89 3.40 0.30 0.07 0.42
of the terracotta and the glazes. X-raydiffrac-
tion (Brücker D8 diffractometer) provided
the necessary structural information. Some
objects (the modern ones in particular) were
studied by high-resolution scanning elec-
tronmicroscopy (HR-SEM,with a field emis-
sion gun, Leo 1450VP–SEM240, École des
Mines de Paris), by AFM and by grazing in-
cidence X-ray diffraction, in order to specify
the structure of the extreme surface.
3 Results and discussion
3.1 The pastes (terracotta)
Table 2 gathers the measured average com-
positions of the terracotta, obtained by PIXE
analysis. The results do not concern all ob-
jects: it was not always possible to measure
the terracotta composition, especially for en-
tiremuseum objects where no samplingwas
possible, and where the ion beam could not
reach the clean paste body.
Two kinds of substrates are evidenced:
inmajority marly clays, beige to orange, and
on the other hand, highly siliceous pastes,
white, close to archaeological faïence.
The oldest objects (Abbasid period)
found in Susa and Samara are made from
a homogeneous body, a marly (20% CaO)
ferrous (7% Fe2O3) clay (Tab. 2). This kind of
paste is typical of productions from this re-
gion, as similar chemical compositions have
already been found in the 4th millenary
BC for Susa I decorated potteries [21]. It
is related to the local earth, common and
approved. The paste is clear enough de-
spite relatively high iron content, because
that element is incorporated during firing
in pyroxene-type phases, avoiding the red
colouration due to “free” iron. On all stud-
ied Abbasid potteries, no noticeable varia-
tion is observed, except varying contents of
chlorides and sulphides attributed to bury-
ing salts or restoration products. That kind
of marly clay is also found for pre-Fatimid
and part of the Fatimid (between the 9th
and 12th-13th centuries) potteries, confirm-
ing previous studies [22]. It is present later
in Iran of the Timurid era and is exclusively
used for the Spanish productions.
On the other hand, the substrate is al-
ways siliceous in Syria during the Ayyubid
and Mamluk dynasties and in Iran for the
pre-Mongol and Mongol productions.
Both kinds of paste are used during the
Fatimidperiod and in Iranup to the 14th cen-
tury. The siliceous paste mainly constitutes
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quartz grains embedded in an often alka-
line matrix phase, following a tradition of
antique Egyptian productions. It is, how-
ever, somewhat different in its higher alu-
mina content (7%), a proof of introduction
into the mixture of small quantities of clay
added to the alkaline flux.
As for the Safavids from the 17th century
onwards, not mentioned in Table 2, it seems
that both materials coexisted but this last
statement needs to be confirmed, because
the number of results is not large enough
to be considered as valid.
3.2 The glazes (Tab. 3)
Glazes are distributed into two classes: al-
kaline glazes, which are always transpar-
ent, and lead-bearing glazes, which are gen-
erally opaque. Among the latter one may
distinguish between those containing a low
amount of tin (less than 10 wt% SnO2) and
those heavily opacified (about 20wt%SnO2).
The transparent glazes are mostly al-
kaline. With a somewhat high potassium
content (≈4 wt% K2O), and colourless
or greyish, they are typical of the first
Abbassid productions. Under the Ayyu-
bids and Safavids, glazes contain more
sodium (≈4–5 wt% Na2O) and are some-
times coloured in blue or light green by
cobalt and/or copper oxides (not mentioned
in Tab. 3). In the workshops of the Span-
ish Levant after the 17th century colourless
glazes with lead but without tin are applied,
leaving the orange colour of the terracotta
visible.
The opaque glazes always contain lead,
with PbO contents varying from 5 wt% un-
der the late Abbasids to 40 wt% under the
Fatimids and then in Spain. Opacification
is obtained by a more or less high amount
of tin, between 4 and 20 wt% SnO2. The
whitest pre-Fatimid and early Fatimid (9th–
10th centuries) ones contain the highest tin
content.
Some background glazes are present as
well as highlights coloured in violet, blue
or green by, respectively, manganese (0.3 to
0.7 wt% MnO), cobalt (up to 0.3 wt% CoO)
and copper (up to 1 wt% CuO).
Thematerial choice for the terracotta and
the glaze is a consequence of ceramic tra-
ditions often thousands of years old, gen-
erally linked to the geological context, and
sometimes also to aesthetic or technical con-
straints. Onemust keep inmind that alkaline
glazes do not easily fit clayey pastes [23].
For instance, in Syria, an always siliceous
substrate is used between the paste and the
alkaline glaze.
3.3 The lustre composition
and structure
As stated in Section 2, the non-destructive
analysis procedure followed in this study
gives access to the distribution of elements
in the first layers of the objects under the ac-
tual surface. The SIMNRA simulation used
to interpret the RBS spectra (Fig. 6) describes
these first layers in a simplified diagram of
stacked discrete layers, although the real-
ity is the existence of continuous variations
of elements. Such a simplified description
gives nevertheless a good evaluation of the
most specific physico-chemical features of a
given lustre. Figure 7 shows three examples
obtained on specimens issued fromdifferent
productions; the thicknesses of the different
layers, and their copper and silver nanopar-
ticle contents as quantified by the RBS spec-
tra simulation are indeed in good agreement
with cross-section TEM observations.
Following this evaluation mode, lustre
can be schematically characterised by a suc-
cessionofmoreor less thin layers, not always
present in their totality:
– An extreme surface layer of glaze con-
taining neither copper nor silver, not al-
ways present.
– A set of layers describing a concentration
gradient of copper and/or silver.
– A“main layer” containing themaximum
copper and/or silver amount.
– Again a set of layers with a concentration
gradient of copper and/or silver, extend-
ing until the metal-free glaze substrate.
The presence or absence of these layers, their
thicknesses, and their copper and silver con-
tents were taken as criteria for the compar-
ison of the various productions and the de-
tection of possible evolutions between them.
Another criterion was also considered: the
volume fraction of copper and silver in each
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Table 3. Average composition of the glazes in wt %, measured by PIXE. Discriminating elements for opaque lead glazes are in bold. Colouring additions (Co, Cu)
are not mentioned.
Tableau 3. Composition moyenne des émaux en % du poids, mesurée par PIXE. Les éléments discriminants pour glaçures au plomb opaques sont en gras. Les ajouts colorés (Co, Cu)
ne sont pas mentionnés.
Provenance Type Na2O MgO Al2O3 SiO2 P2O5 SO3 Cl K2O CaO TiO2 MnO Fe2O3 SnO2 PbO
Abbassid 1* transparent 3.10 2.30 2.99 72.59 0.15 4.26 0.48 4.86 6.42 0.16 0.56 1.10 0.15 0.25
Abbassid 2* min 3.85 3.41 2.29 72.17 0.20 0.85 0.53 4.70 5.55 0.12 0.27 0.90 3.20 1.70
Abbassid 2* max opaque 0.63 1.67 2.82 51.55 1.02 8.48 0.65 2.28 6.21 0.06 0.12 0.72 12.78 8.00
Pre-Fatimid white opaque 1.41 0.08 2.29 43.81 0.00 0.00 0.21 3.12 0.65 0.26 0.01 0.51 18.46 29.00
Fatimid (2 spec.) opaque 1.70 0.10 1.90 48.45 0.02 0.00 0.14 3.27 0.85 0.33 0.01 0.54 7.85 34.60
Fatimid (2 spec.) opaque 0.86 0.09 1.56 38.54 0.00 0.00 0.29 1.55 0.57 0.34 0.01 0.44 14.54 40.75
Ayyubid transparent 8.54 2.54 1.89 74.68 0.43 1.06 0.44 2.61 5.88 0.15 0.08 1.40 0.00 0.01
Mamluk transparent 5.03 3.56 1.44 73.15 0.13 0.36 0.12 4.57 6.99 0.09 0.03 2.18 0.01 0.22
Pre-Mongol opaque 4.29 1.89 1.82 55.06 0.04 0.36 0.27 2.04 3.14 0.11 0.03 0.73 9.32 20.21
Mongol opaque 3.95 1.65 2.24 59.23 0.00 0.62 0.27 3.10 4.07 0.18 0.03 1.00 6.77 16.39
Timurid opaque 2.16 1.41 2.22 59.31 nd nd 0.14 3.42 2.94 0.09 0.02 0.54 8.15 18.37
Safavid transparent 7.25 3.10 2.24 78.03 0.07 0.23 0.11 1.75 5.56 0.12 0.06 1.11 0.00 0.01
Pre-Nasrid and Nasrid opaque 1.20 0.49 0.93 45.15 0.06 0.00 0.05 2.32 1.42 0.07 0.01 0.40 6.70 40.96
Hispano-Moresque 1 (<17th cent.) opaque 0.73 0.30 1.85 46.37 nd 0.07 0.17 5.42 2.49 0.06 0.01 0.22 5.38 36.43
Hispano-Moresque 2 (18th cent.) transparent 0.57 0.11 1.31 55.73 nd 0.08 0.19 5.02 1.35 0.06 0.01 0.40 0.07 33.47
* Abbassid glazes are divided into two categories: “Abbassid 1” have a homogeneous composition; “Abbassid 2” are very scattered and minimum and maximum
measured values are indicated.
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Fig. 7. Three lustre structures observed in TEM and corresponding results by RBS analysis simu-
lation. TEM micrographs kindly provided by P. Sciau, CEMES-CNRS, Toulouse. Concentrations
are in at.%.
Fig. 7. Trois microstructures de lustres observées en MET et résultats des simulations RBS correspondantes.
Micrographies MET aimablement fournies par P. Sciau, CEMES-CNRS, Toulouse. Concentrations en %at.
layer, more useful for interpreting and mod-
elling the optical properties [8, 9]. This frac-
tion was calculated by considering that both
elements are in metallic form. It is known
from the literature [24] that this assumption
is not entirely satisfied for copper, which can
be present as both the metallic and oxide
states in the lustre; this means that the cop-
per volume fractions may be overestimated
here. Unfortunately, the precision of X-ray
diffraction and also diffraction peak interfer-
ence problems made it impossible to check
that point in the present work. In fact, it
is the reason why the work cited [24] was
done with another technique, based on syn-
chrotron X-ray absorption spectrometry.
Instead of giving a full and unreadable
table of all the data, the following figures
(Figs. 8 to 11) tend to summarise the most
characteristic features which may provide
evidence of the evolutions in the manufac-
turing techniques. A detailed analysis of all
the results led to choosing the following cri-
teria found to be useful to attempt a compar-
ison amongst the productions:
– The “surface layer thickness” describes
the presence or absence of an extreme
surface layer containing neither copper
nor silver and its thickness when it ex-
ists; this parameter is important to com-
pare the present results with observa-
tions usually reported in the literature
(see, for instance [4, 5, 7, 14]).
– The “total thickness” is the sum of thick-
nesses of all the surface layers containing
silver and copper (or an excess of cop-
per if copper is present in the lustre-free
glaze) plus the thickness of the extreme
surface metal-free layer when it exists;
such a parameter may provide informa-
tion on the temperature and time of the
final firing.
– The “total copper amount” and “total
silver amount” sum up the quantity
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Fig. 8. Statistical comparison of the productions from the viewpoint of the presence and thickness
(in nm) of an extreme surface particle-free layer. See text for definition of the production groups.
Fig. 8. Comparaison statistique des productions du point de vue de la présence et de l’épaisseur (en nm) d’une
couche d’extrême surface exempte de particules. Voir le texte pour la définition des groupes de production.
Fig. 9. Statistical comparison of the productions from the viewpoint of the total thickness of
the lustre, i.e. the sum of all layers containing Ag and/or Cu particles, plus the extreme surface
metal-free layer when it exists. See text for definition of the production groups.
Fig. 9. Comparaison statistique des productions du point de vue de l’épaisseur totale du lustre, soit la somme
de toutes les couches contenant des nanoparticules de Ag et/ou Cu, plus la couche d’extrême surface sans métal
si elle existe. Voir le texte pour la définition des groupes de production.
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Fig. 10. Comparison of the productions from the viewpoint of the total Cu and/or Ag content of
the lustre layers (left) and of the Cu and/or Ag volume fraction contained in the lustre layers. See
text for definition of the production groups and of the volume contents.
Fig. 10. Comparaison statistique des productions du point de vue de la quantité totale de Cu et/ou Ag (gauche)
et de la fraction volumique de Cu et/ou Ag dans les couches de lustres. Voir le texte pour la définition des groupes
de production et des fractions volumiques.
Fig. 11. Left: comparison of the productions from the viewpoint of the Cu/Ag volume fraction
ratio in the main lustre layer (layer with the maximum Cu or Ag content) >100 values are in fact
generally infinite (Ag content is zero). Right: a close-up of the low values of the left diagram. See
text for definition of the production groups and of the volume contents.
Fig. 11. Gauche : comparaison des productions du point de vue du rapport des fractions volumiques Cu/Ag dans
la couche de lustre principale (couche avec la concentration maximale en Cu ou Ag). >100 = valeurs en général
infinies (concentration nulle en Ag). Droite : agrandissement des valeurs basses du diagramme de gauche. Voir
le texte pour la définition des groupes de production.
(expressed in at.cm−2) of each of these
two metallic elements contained in the
lustre layers; this may be representative
of the composition of themixture applied
by the potter to obtain the lustre.
– The “total copper volume fraction” and
“total silver volume fraction” (in %) ex-
press the average volume fractions of
copper and silver over the total thickness
of the lustre; these values are the result
of a combination of the two preceding
parameters.
– The “main layer copper over silver vol-
ume fraction ratio” is the ratio between
the copper and silver volume fractions
in the “main layer”; this parameter may
give a representation of the potter’s in-
tention to give a specific colouration to
the lustre.
It is clear that, being the result of artisan
handwork, the productions are not uniform
and give rise to a significant dispersion of
the criteria within one given group. Never-
theless, some trends can be detected through
a statistical study. Figures 8–11 show a statis-
tical evaluation of the preceding five criteria,
comparing among the different productions.
The quantitative values used for the statis-
tical computation are gathered in the extra
Figures A1–A5 given in Appendix 2. For
each production group and each criterion,
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Figures 8–11 give “box-and-whisker” plots,
showing for each group the median value
(the value for which the numbers of objects
with higher and lower values are equal), a
box which delimits the values adopted by
25% to 75% of the population, and the two
maximum and minimum values (whiskers)
observed in the population. The number of
objects (or different decorations when more
thanone colour is present on the sameobject)
considered for each production is indicated
on the abscissa axis in each figure.
The groups are defined in a chrono-
geographical manner, following the groups
described in Table 1. The Abbasid group
is divided into 2 subgroups, depending on
the nature of the glaze; “Abbasid-alk” con-
cerns the fragments with an alkaline glaze
and “Abbasid-Pb” the fragments with a
lead glaze. The group “Abbasid?” concerns
the four specimens found in Fustat but
with an uncertain attribution (third line of
Tab. 1) [15]. The groups “Fatimid ?”, “Ayyu-
bid?” and “Nasrid?” are for the specimens
with an uncertain origin (also reported in
Tab. 1). The Hispano-Moresque production
is divided into four sub-groups: “Cluny” for
the plates of the Cluny Musée du Moyen-
Age, “MNC” for the fragments of the Musée
National de la Céramique, “Gubbio” for
the fragments found in Gubbio (Italy) but
clearly belonging to a Spanish Hispano-
Moresque fabrication [25] and “Seville” for
the fragments found in Seville anddescribed
in [11]. TheAlgerian group (LaQala de Banu
Hammad) of Table 1 is not included in the
analysis because the experimental results are
not of sufficient reliability.
If one focuses on these criteria, the fol-
lowing trends may be seen:
– The most ancient productions, namely
corresponding to the Mesopotamian Ab-
basid sites and to the fragments found in
Fustat (probably to be attributed to in-
termediate productions) exhibit a quite
thick metal-free surface layer. This is
no longer true for the later productions
(Fatimid), for which that surface layer
is absent; it appears again in the Syr-
ian and Iranian productions; in Spain,
it becomes much thinner and even dis-
appears for a large proportion of the
Hispano-Moresque specimens; however,
the metal-free surface layer is always
present on Italian majolica [4].
– For the Mesopotamian or Mesopot-
amian-like productions, the sum of the
principal layer and gradient layers ex-
tends over a thickness reaching several
micrometres, and this is also true for
the modern artisan’s recreation (whose
recipe was probably copied from the
most ancient tradition). That sum is
much smaller for the other productions,
where the thickness concerned rarely
exceeds 500 nm (except for Timurid
shards) and is more often of the or-
der of a few hundreds of nanometres;
it falls under 200 nm for the Spanish
Hispano-Moresque objects [26]. For Ital-
ian majolica that total thickness is even
smaller [4].
– As for the copper and silver contents
present (as metallic nanoparticles) in the
lustre layers, they evidently depend on
the final aspect. The individual copper
and silver contents in the lustre lay-
ers never exceed 14 at.%, except for the
late (18th century) Hispano-Moresque
objects where they may reach 40 at.%.
From a general viewpoint, it may be said
that those contents tend to increase with
time, as the layers become thinner. A
comparison of the two diagrams of Fig-
ure 10 is interesting: the total amount of
silver and/or copper is of the same or-
der in nearly all the productions but, ow-
ing to the differences in thickness, the fi-
nal volume fraction of both metals is the
lowest for theMesopotamian lustres and
the highest for the Hispano-Moresque
lustres. Concerning the latest Hispano-
Moresque productions it is worth noting
that, despite their very marked copper-
red aspect, the lustre layers still contain
noticeable quantities of silver, in oppo-
sition to a commonly expressed idea [1]
which suggests that the potters of that
period ceased to add silver to the paste
mixture used for lustre elaboration.
– When one considers the Cu/Ag ratios,
the diagrams of Figure 11 show that the
Ag content is very small for a few of
the productions (Ayyubid, pre-Mongol
and Safavid): it is even zero for all the
Safavid production, known to constitute
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copper-like coloured lustres on alkaline
glaze. The close-up shown in the right
part of Figure 11 gives an idea of the
distribution of the Cu/Ag ratio around
the value of unity, sometimes considered
as a criterion to separate red-like lustres
from golden-like lustres. It is now admit-
ted [14, 15] that the lustre colour is not
entirely governed by the Cu/Ag ratio.
– A last point is worth underlining: the
latest Spanish productions (18th cen-
tury) are lustreswith a strong copper-like
shine, and the surface layers indeed con-
tain high amounts of copper (20 to 25%
in volume fraction), although the surface
layers still contain noticeable contents of
silver [26]. The Iran Safavid lustres, pro-
duced in the same period, show a com-
parable copper-like aspect and the sur-
face layers also contain high amounts
of copper but generally no silver. Both
decorations are applied over transparent
(tin-free) glazes (Tab. 3), and the ques-
tion might be raised of a possible influ-
ence of the late Spanish potters’ know-
how on the renewal of lustre fabrication
in Iran during the 17th and the 18th cen-
turies [27].
4 Conclusions
A study of metallic lustre decoration can-
not be achieved without a comprehensive
knowledge of its background; that is, of the
glazes, and indirectly of the base terracotta.
First of all, if one focuses on the Abbasid
production, which can be considered as the
reference because it is the first knownmetal-
lic lustre on glaze, it constitutes a homoge-
neous entirety of terracotta. These are cov-
ered with glazes which can be either purely
alkaline or alkaline with small lead amounts
(PbO ≤ 6 wt%). The latter seem to corre-
spond to a transition period of progressive
introduction of lead and tin. For later peri-
ods, different ceramic technologies are used
for thedifferent studiedproductions.No cor-
relation was observed between the kind of
ceramic body (baked clay or siliceous) and
the glaze type (alkaline or lead-bearing al-
kaline). Yet, inside the same production site,
a certain coherency can be shown in the re-
sults, specific to the production. Fatimid ob-
jects, in baked clay or siliceous paste, are
systematically coveredwith lead-bearing al-
kaline glazes. The Ayyubid period shows a
constant use of alkaline glazes affixed on
siliceous paste. Hispano-Moresque objects
are systematically elaborated from roasted
clay and covered with lead glazes opacified
with tin, to the noticeable exception of the
end of the production (18th century), where
the use of tin disappears.
About the metallic lustre, the following
conclusions may be drawn:
For the Abbasid production, our refer-
ence, the use of copper and silver in var-
ious proportions leads to obtaining differ-
ent colours or tones for the decoration. In
other words, the lustring mixture is a func-
tion of the desired result (speaking only of
the Cu and Ag proportions, independently
of the unknown possible influence of other
compounds of themixture). Yet, we suppose
that the cooking process (temperature, re-
ducing atmosphere) is relatively similar and
mastered: systematic occurrence of a sur-
face layer without copper and silver, similar
thicknesses of the main layers, and quasi-
systematic occurrence of in-depth gradient.
Each studied further production has its own
technological specificity, shown here by the
different layers and gradients of the decora-
tion,whichdifferentiates it from theAbbasid
production: disappearance of the surface
metal-free layer, variations in the metallic
lustre layer thickness, variations in the cop-
per and silver contents, etc. It seems thus
that the metallic lustre technique has been
adapted to a known local ceramic produc-
tion, or, more precisely, to the nature of the
glaze used locally (alkaline or lead-bearing).
It should be mentioned additionally that the
latter also plays an important role in the fir-
ing process (melting or softening tempera-
ture of the glaze) and that it has an evident
influence on the decoration microstructure.
We thus observe a constant back-and-
forth between the aesthetic desire and
the technological choice, illustrated by the
choice of copper and silver proportions.
Variable proportions of Cu and Ag, already
applied under theAbbasids, are again found
under the Fatimids in the Orient and at
the beginning of the Hispano-Moresque pe-
riod in the Occident. The consequence is a
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chromatic variety of the decoration. For in-
stance, the Fatimid lustre on coloured glazes
uses amajor proportion of silver, thus allow-
ing a good readability of the decoration.
On the contrary, a certain standardisa-
tion of the technology seems to be put in
place for the Ayyubid period and also for
the end of the Hispano-Moresque produc-
tion, and this leads to some loss of the vari-
ety in the decoration colours. It is probably
not a consequence of a loss of technology
(the metal quantities in the lustre are still as
significant or even larger) but rather an aes-
thetic desire. As an example, one may con-
sider the decorations produced at the end of
the Hispano-Moresque period, which show
a strong coppered aspect: the use of tin in
the glaze is suddenly avoided. Without for-
getting an always possible economic rea-
son, one may consider an aesthetic choice.
The probably fashionable coppered aspect
sought in that period agrees better with a
cream-like background (colour of the body
across the transparent glaze) than with a
brightwhite background (colour of anopaci-
fied glaze).
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Appendix 1: The studied ceramics ( c© C2RMF, D. Bagault)
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Appendix 2: Quantitative individual values used for the statistical
Figures 8 to 11
See text for definition of the production groups.
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Fig. A1. Thickness of the silver and copper-free surface layer for each lustre. “–10” means the
absence of surface layer.
Fig. A1. Épaisseur de la couche d’extrême surface sans Ag ni Cu, pour tous les objets. « –10 » signifie l’absence
de couche de surface.
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Fig. A2. Total thickness of each lustre (sum of the surface metal-free layer and of the layers
containing metallic copper and silver nanoparticles). “Infinite” means a thickness larger than the
thickness explored by RBS (>5 µm).
Fig. A2. Épaisseur totale pour tous les lustres (somme de la couche d’extrême surface sans métal et des couches
contenant des nanoparticules de Cu ou Ag). « Infinite » signifie une épaisseur plus grande que l’épaisseur
explorée par RBS (>5 µm).
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Fig. A3. Total copper and silver contents in each lustre, expressed in at.cm−2.
Fig. A3. Contenu total en cuivre et argent pour tous les lustres, en at.cm−2.
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Fig. A4. Copper and silver volume fraction (in %) in each lustre layer (see text for definition of the
volume fraction).
Fig. A4. Fractions volumiques (en %) de Cu et Ag pour tous les lustres (voir texte pour la définition des
fractions volumiques).
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Fig. A5. Cu/Ag volume fraction ratio for each lustre. “–1” means Cu/Ag = 0 (no copper); “Infinite”
means no silver.
Fig. A5. Rapport des fractions volumiques Cu/Ag pour tous les lustres. « –1» signifie Cu/Ag= 0 (pas de cuivre) ;
« infinite » signifie pas d’argent.
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